
Instructions:

1. Cut out and lay pieces as shown. Starting with center (CB0) use a glue stick to glue body section together (LB1&2, RB1&2).

2. After Body dries glue nose pieces on (LN2-4, RN2-4). Glue tail stiffener on to keep horizontal tail halves level and square.

3.  Leave wing without any curve. Bend winglets up. Flatten wing and tail tabs with pencil or similar item and glue wing and tail in 
place.

4. Before Body/Wing assembly completely dries use gauge to set dihedral angle for wings as shown:

Note: Quick instructions only see full instructions here. 

             The cool paper airplane site!  

Hand Toss 12

SoftwareeBooksGluedFolded

patsplanes.com
Pat Morgan

Home

Have Fun

Previous Next

LB1RB1 CB0

LB2

RB2

LN2 LN3 LN4RN2RN3RN4

Wax paper between
vertical and horizontal tail and
wing glue tabs until glue dries.

Flatten wing glue tabs
after body glue dries.

RN5 LN5

Fold winglets up
 on dotted line.

Alternate instruction: 
Do not fold winglet.

Trim wing at black line.

Cut on black line.
Bend on dotted blue line
if trimming is required.

http://patsplanes.com/index.html
http://www.patsplanes.com/
http://www.patsplanes.com/sub_main/fold.html
http://www.patsplanes.com/sub_main/glue.html
http://www.patsplanes.com/sub_main/plane_ebooks.html
http://www.patsplanes.com/sub_main/plane_soft.html
http://www.patsplanes.com/sub_main/sub_fold/foldedpdfs/hammerhead.pdf
http://www.patsplanes.com/sub_main/sub_fold/foldedpdfs/pentagonII.pdf
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